
CAUTION: PLEASE KEEP OUR ENVIORNMENT CLEAN! BATTERIES MUST BE RECYCLED OR DISPOSED OF PROPERLY.

Installing Batteries & Cover

Additional Mounting Hardware Options – Not Included

Mount Type Hardware Stainless Steel Recommended 

No Through Hole #14  OVAL HEAD Screws x Desired Length

No Through Hole
5/16” Lag Bolts x Necessary Length with 
5/16” Washers

No Through Hole
3/8” Lag Bolts x necessary Length with 
3/8” Washers

Through Hole
5/16” Bolts X Necessary Length with 
5/16” Washers & 5/16” Nuts

Through Hole
3/8” Bolts X Necessary Length with 3/8” 
Washers & 3/8” Nuts

LiFePo4 Type Battery: 
Volts: 3.2v   Cell Size: 18500    Capacity: 3000mA
DO NOT USE:  standard 1.2v NiMh or NiCd type Rechargeable 
batteries, or they will be damaged!

Caution!  When plugging battery connectors 
together, align notches before connecting both 
connectors.  Failure to do so could result in 
permanent damage to the light.

Battery Information

BATTERY MAINTENANCE & STORAGE
 

For prolonged storage when not using the product, please follow these procedures:

 1. Charge the batteries by plugging them into the light on a sunny day, allowing the panel to recharge them.

 2. Before nightfall, open your light and FULLY disconnect the battery from the product.

 3. Store battery and product in warm/dry location. 

Note: Batteries can be damaged from sub-zero temperatures when not in use.
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The above illustration represents a full overview of 
the assembly. 

Using the provided allen/hex wrench from the included 
hardware, remove the two screws to detach the top from the 
base mount.   

Battery

LIGHT MALE NOTCH 

BATTERY FEMALE   
 NOTCH 

Connect the battery to the light and ensure the battery 
cap is screwed tightly to the light connector. 
*Do NOT force the battery connectors backwards or 
reverse them. Follow the grooves shown above.

Remove the lens from the top and remove the three 
battery cover screws with the provided allen/hex 
wrench. 
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Provided Tool

Provided Tool



Place the silicone pad over the battery compartment and 
ensure proper placement. Place the battery cover over the 
silicone pad and securely tighten the three screws down. 

Use the provided wrench and eight top screws to assemble 
your light. NOTE: the seal must be in the correct position 
before tightening down the top to the base. 

Seal

Top
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Lens

Base
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Mounting Screws
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Wood Piling
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Battery Cover

Battery Cover Screws

Change brightness/power level at night by waving the 
magnet over the solar panel.

Holding the magnet for 5 seconds in the activation area 
will change to the next LED color. You may then change 
the brightness/power levels of that LED color.

NEW MAGNET 
SWITCH OPERATION 

CHANGING BRIGHTNESS LEVELS

Wave the magnet over the solar 
panel at night until you find the 
activation area which changes 
the brightness level.

Make a quick up and down 
motion over this area to change 
brightness levels.

NOTE: moving too slowly may 
activate the magnet switch 
multiple times going through 
multiple levels at once. A quick 
motion is better!

CHANGING LED COLORS
Hold the magnet over the 
activation area for 5 seconds 
until the LED color changes.

87 Place light onto piling and mark holes. Drill small pilot holes 
in piling with a drill bit. Use a screwdriver to secure the light 
to your piling with mounting screw.



Owner Registration Card

Please fill out and affix proper postage and return this owner 

registration card within 10 days to ensure that your new Solar Piling 

Light is covered by the limited warranty.

Purchaser’s Name                                                                      .

Address                                                                                      .

State                                      .             Zip                                  .

Purchase Date:                      .   Number of Lights:                   .

Where Purchased (Store Name):                                              .

 

Model No.                                LL-SPL-WBA

UPC No.                                                        Varies On Different 

Models

Lake Lite Inc.

100 Industrial Dr. Avilla, IN 46710

Lake Lite Inc. 1-Year Limited Warranty

The retailer warrants the Solar Light to be free from defects in workmanship and material present 

at time of shipment from the factory for a period of one year after the date of purchase by the 

original purchaser. We agree to correct such defects without charge or at our option replace with a 

comparable or superior model if the product is returned to the retailer. To obtain warranty service, 

you must present a copy of the receipt as proof of purchase. All costs of removing and reinstalling 

the product are your responsibility. Damage to any part such as by accident or misuse or improper 

installation or by affixing any accessories, is not covered by this warranty. There is no other 

express warranty. The retailer hereby disclaims any and all warranties, including but not limited 

to, those of merchantability and fitness for a particular purpose to the extent permitted by law. The 

duration of any implied warranty, which cannot be disclaimed, is limited to the time period as 

specified in the express warranty. Some states do no allow limitation on how long an implied 

warranty lasts, so the above limitation may not apply to you. The retailer shall not be liable for 

incidental, consequential, or special damages arising out of or in connection with product use or 

performance except as may otherwise be accorded by law. Some states do not allow the exclusion 

of incidental or consequential damage, so the above exclusion or limitation may apply to you. 

This warranty gives specific legal rights, and you may also have other rights, which vary from 

state to state. This warranty supersedes all prior warranties.

Dimensions = mm

Ø 10.5mm

Ø 155mm

Ø 203mm

155mm

203mm

203mm

Ø 203mm

169mm

106.5mm
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3-Color Lights: Troubleshooting Guide
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Complete the below steps:
Step 1
In sequence:
1. Hold the solar panel up to a very bright light. Count to 5. 
2. Place the light in a completely dark room. Count to 5.
3. While in the dark room, slide the magnet across the solar panel. If this 

does not work, go to Step 2.

Step 2
1. Swap the batteries between a known working light and the light you’re 

troubleshooting.
2. Repeat step 1.

It is very important to repeat Step 1 after reconnecting the batteries.

If Step 1 and Step 2 don’t work, email us with your results from 
Step 2 and we will provide direction from there. 

NOTE: 

An indoor light will not effectively charge the light. Direct sunlight is required 
for proper charging.

These steps are most effective with a very bright light (sunlight, floodlight, BRIGHT 
lightbulb) and complete darkness (dark room, closet).

Swiping the magnet will cycle the light’s power level, from off to level 7.

Please note that it can take two full days in direct sunlight to gain a charge!



1. Slide the magnet over the activation area until the light’s power 
level changes.

2. Place the magnet directly on the solar panel in that activation 
area for the count of 5. 

The light should change color. 

- If the light does not change color, pick the magnet up, find the 
activation area again, and then repeat step 2. 

Once you have the desired color, you will need to swipe through the 
brightness levels to reset to the desired brightness level. 

3-Color Lights: Changing Colors

You need to be in a very dark area for the light to turn on.
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