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Structural Specifications for the Aluminum Elevator

LIFT MODEL TRACK* SPEED
CABLE SIZE 

(STAINLESS STEEL)
STANDARD BUNKS 

(CARPETED)

MOTOR 
(STAINLESS 

STEEL)

REQUIRED 
VOLTS/AMPS

VERTICAL 
TRAVEL 

MAX 
BEAM

GUIDE 
POLE
(PVC)

PILING SIZE  
(MOUNTED)

6,000 LB
Gear Drive®

6" x 4" x 25' 
I-beam 30"/min 5/16" x 30' 2" x 8" x 12' (2) 3/4 hp 120V/30A 

240V/15A 12' 8' 2" x 6' 8" 8" diameter

10,000 LB
Gear Drive®

8" x 5" x 25' 
I-beam 20"/min 5/16" x 45' 2" x 8" x 12' (2) 3/4 hp 120V/30A 

240V/15A 12' 9' 2" x 6' 8" 10" diameter

14,000 LB
Gear Drive®

10" x 6" x 25' 
I-beam 20"/min 5/16" x 45' 3" x 10" x 12' (2) 1 hp 240V/15A 12' 10' 2" x 10' 10" diameter

17,000 LB
Gear Drive®

12" x 7" x 25' 
I-beam 20"/min 3/8" x 45' 3" x 10" x 14' (2) 1 hp 240V/15A 11' 12' 2" x 10' 12" diameter

20,000 LB  
w/remote control

12" x 7" x 25' 
I-beam 15”/min 3/8” x 60’ 3" x 10" x 14' (2) 1 hp 240V/15A 9 1/2' 12' 2" x 10' 12" diameter

25,000 LB 
Direct Drive 

w/remote control
& limit switch

12" x 7" x 25'
Heavy I-beam 21"/min 7/16" x 65' 3" x 12" x 18' (2) 2 hp 

brake 240V/30A 13' 13'6" 2" x 10' Seawall  
mount only

All specifications subject to change without notice.

Wire Specifications for the Aluminum Elevator
MOTOR HP           

(STAINLESS STEEL)

100' 200' 300' 400'

120V 240V 120V 240V 120V 240V 120V 240V

(2) 3/4 hp #8 #10 #6 #10 #4 #10 #2 #8

(2) 1 hp — #10 — #10 — #10 — #8

(2) 2 hp — #10 — #8 — #6 — #4

*Longer tracks available upon request.

Specifications for Aluminum Elevator

ALUMINUM ELEVATOR: SPECIFICATIONS

Piling Setting Dimensions for 
the Aluminum Elevator

6,000/10,000/14,000 LB

10' CENTER TO CENTER 

17,000/20,000/25,000 LBS

12' CENTER TO CENTER 

Minimum Concrete Requirements for 
Seawall-Mounted Aluminum Elevator
LIFT MODEL YARDS/TRACK

6,000 LB
Gear drive® 2 yd

10,000 LB
Gear drive® 3 yd

14,000 LB
Gear drive® 4 yd

17,000 LB
Gear drive® 5 yd

20,000 LB
Gear drive® 
w/remote control

5 yd

25,000 LB 
Direct Drive 
w/remote control

6 yd

Sample: 6,000 lb Aluminum Elevator

Required: 2 cubic yards (54 cubic feet) of concrete per track
4' x 4' x 3 1/2' cube = 56 cubic feet of concrete




